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- KLD-MS Series Single-phase String Photovoltaic Inverter (1-10kW)
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STRING PV INVERTER

Lighting your life through inversion

Stable and Flexible
High protection reliable High efficiency communication
The whole machine is designed Supports 1.1 times AC Maximum efficiency Supports RS485/WiF-
with IP65 protection, supporting continuous overload 0f98.4% i/Wired Ethernet/GPRS

outdoor installation
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Technical parameters

KLD-MS1kW-1 KLD-MS3kW-1 KLD-MS5kW-1 KLD-MS8kW-1 KLD-MS10kW-1

Degree of protection IP65
Ambient temperature range (°C) -25°C~+60°C
Humidity range 0~100%
Communication interface RS485 / WiFi / Wired Ethernet / GPRS
Noise (db) <21 <28 <40
Cooling mode Convection Intilglogﬁgéair
Input (DC)
Maximum input power (W) 1500 4500 7000 11200 14000
Maximum input voltage (V) 500 600
MPPT voltage range (V) 50-500 70-550
MPPT full load voltage range (V) 70-500 110-550 180-550 220-550
Rated input voltage (V) 360
Start-up voltage (V) 50 70
Maximum input current (A) 14 14*2 14+26 26+26
Short circuit current (A) 18 18*2 18+35 35+35
MPPT/number of DC terminals 11 2/2 2/3 2/4
Output (AC)
Maximum output power (VA) 1100 3300 5500 8800 11000
Rated output power (W) 1000 3000 5000 8000 10000
Maximum output current (A) 6 15 24 38.3 50
Rated voltage (V) L/N/PE, 220V, 230V, 240V
Power grid voltage range AC180V-276V (Adjustable)
Rated frequency (Hz) 50/60
Power factor 1 (+/-0.8 adjustable)
Canentarenles a0 %
Efficiency
Efficiency 97.50% 98.20% 98.40%
Maximum efficiency 96.60% 97.80% 97.90% 98.00% 98.10%

Note: For detailed specifications of the entire KLD-MS series, please consult the company.
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.- KLD-MS Series Single-phase String Photovoltaic Inverter (10-60kW)
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Flexible
High protection Stable and reliable High efficiency communication
The whole machine is designed ~ Supports 1.1 times AC Maximum efficiency Supports RS485/WiFi/Wired
with IP65 protection, supporting  continuous overload 0f98.4% Ethernet/GPRS

outdoor installation
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Technical parameters .- KLD-MS Series Three-phase String Photovoltaic Inverter (70-110kW)
KLD-MS  KLD-MS  KLD-MS  KLD-MS  KLD-MS  KLD-MS  KLD-MS  KLD-MS
10kW-3 15kW-3 20kW-3 25kW-3 30kW-3 40kW-3 50kW-3 60kW-3
Degree of protection IP65
Ambient temperature range (°C) =252 C=t6C0RE
Humidity range 0-100%
Communication interface RS485/WiFi/Wired Ethernet/GPRS
Noise (db) <30 <40 <51 <55
Cooling mode Intelligent air cooling = - o o
Input (DC) Tysenekld
Maximum input power (W) 15000 | 22500 | 30000 37500 | 45000 60000 | 75000 90000
Maximum input voltage (V) 1100
MPPT voltage range (V) 150-1000 200-1000
MPPT full load voltage range (V) 500-850
Rated input voltage (V) 620
Start-up voltage (V) 150 200
Maximum input current (A) 1157 20+32 3990 38*2 B30 40*3 38%4 - ° o o
Short circuit current (A) 25*2 30+48 48*2 48*2 48*3 48%4
MPPT/number of DC terminals 2/2 2/3 2/4 2/5 3/6 3/7 4/8
Output (AC)
Maximum output power (VA) 11000 16500 22000 27500 33000 44000 55000 66000
Rated output power (W) 10000 15000 20000 25000 30000 40000 50000 60000
Maximum output current (A) 17 27 ) 40 48 65 80 96
Rated voltage (V) 3P+N+PE/3P+PE 230/400
Power grid voltage range AC180V-276V (Adjustable)
Rated frequency (Hz) 50/60
Power factor 1 (+/-0.8 adjustable) @
Fa e
Efficiency Intelligent cooling Cost saving Stable and reliable Strong compatibility
Maximum efficiency 98.70% 08.75% 98.50% 08.65% 08.80% 99.00% Equipped with IP68 Support the use of aluminum 1.1 times AC continuous Support DC"Y" type
intelligent cooling fans wiring, saving on AC cable overload connection
costs

Note: For detailed specifications of the entire KLD-MS series, please consult the company.
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Technical parameters

KLD-MS KLD-MS
100kW-3 110kW-3
Degree of protection IP65
Ambient temperature range (°C) -25°C~+60°C
Humidity range 0-100%
Communication interface RS485/WiFi/Wired Ethernet/GPRS
Noise (db) <55 <60
Cooling mode Intelligent air cooling
Output (AC)
Maximum input power (W) 105000 120000 135000 150000 165000
Maximum input voltage (V) 1100
MPPT voltage range (V) 200-1000
MPPT full load voltage range (V) 500-850
Rated input voltage (V) 620
Start-up voltage (V) 200
Maximum input current (A) 38*6
Short circuit current (A) 48*6
MPPT/number of DC terminals 6/12
Output (AC)
Maximum output power (VA) 77000 88000 99000 110000 110000
Rated output power (W) 70000 80000 90000 100000 110000
Maximum output current (A) LGl 127 143 158 158
Rated voltage (V) 3P+N+PE/3P+PE 230/400 R ES I D E N T IAL P H OTOVO LTAI C
Power grid voltage range AC260V-AC519V (adjustable) STO RAG E C HARG I N G P RO D U CTS
Rated frequency (Hz) 50/60
Power factor 1 (+/-0.8 adjustable)
Current hamnonics and <% Residential photovoltaic storage safeguards
Effclency every kilowatt-hour of your family's electricity,
Masimum effciency 99.00% making your life more secure

Note: For detailed specifications of the entire KLD-MS series, please consult the company.
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